Technical Data 720133 Bussmann series NH photovoltaic fuse links
Effective January 2016

Catalogue symbol Table 1. Technical data - Blade without bolt holes
» Blade without bolt holes: PV-ratingNH(size) Eﬁ;\gyntegrals }I‘\"\ﬁﬂs loss
» Blade with bolt holes PV-ratingNH(size)-B Catalogue  Fuse g‘:{;‘;“t Pre- Total at
+ Blade with bolt holes and lugs: PV-ratingNH(size)-BL number size (amps) arcing 1000V 08I, I,
PV-32ANH1 NH1 32 80 720 4 8.5
Fuse size PV-40ANH1 NH1 40 185 1670 5 9
« NH1,2and 3 PV-50ANH1 NH1 50 400 3600 6 "
PV-63ANH1 NH1 63 470 4300 6 12
Technical data PV-80ANH1 NH1 80 640 5760 8 15.5
« Volts: 1000V d.c. PV-100ANH1 ~ NH1 100 1300 11700 8 16.5
. Amps: 32 t0 400 A PV-110ANH1 ~ NH1 110 2100 18900 9 18.5
- Breaking capacity: 50 kA PV-125ANH1  NH1 125 2600 23400 9 17.5
« Time constant: 1-3mS PV-160ANH1 ~ NH1 160 5200 46800 14 275
+ Class of operation: gPV and UL PV fuse links PU-T75ANHT — NHT 175 8300 74700 15 2
PV-200ANHT ~ NH1 200 10200 82000 13 25
Standards/Agency information PV-160ANHZ ~ NH2 160 4600 37000 14 28
« IEC 60269-6 PV-200ANH2 ~ NH2 200 9500 76000 16 32
« UL 2579 (file number E335324) PV-250ANHZ  NH2 250 17000 136000 19 38
« CSA listed PV-300ANH3 ~ NH3 300 32000 260000 24 40
« RoHS compliant PV-315ANH3  NH3 315 32000 260000 26 44
PV-350ANH3  NH3 350 44500 370000 27 45
Microswitches (ordered separately, only for use with PV-355ANH3 ~ NH3 355 44500 370000 28 46
bladed version) PV-400ANH3 ~ NH3 400 67500 550000 30 50
* 170H0236
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